Module 6
Exhaust Option Installation, Can be done with or without Turbo Mod

First, Remove the one piece rear exhaust assembly that attaches to the rear of the second Cat. Do this by removing the three nuts that attach it to the back of the second Cat. Next, pop the rubber donuts (three) off the rear exhaust assembly. The exhaust assembly is now either on the floor or on you. 
Second, there are two pieces to the new exhaust, two gaskets, and a couple of bolts with nuts. Put the gasket with three holes on the end or the second Cat. Take the pipe with the high tech pack, put its mounting hook (you’ll see it) and pop that hook thru its donut. Slip the front of this pipe over the studs on the back of the second cat and thread the nuts on a few threads (leave it loose for now). 
Third, take the other pipe and slip its mounting hooks thru their respective donuts. Take the bolts and remaining gasket and attach the two pipes together. Loosely tighten all bolts and nuts. They’ll be a little play, move pipes for a more precise fit, front to back and lock bolts and nuts down. You’re done. There, it took you longer to read this than to do the install… Jack See figures 6.1 and 6.2

figure 6.1 Hi Tec pack, looks like a silencer on inside.
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figure 6.2 Yours will be same minus this rear glass pack
that didn’t reduce noise. Front high tech pack quiets it 
right down like Willie’s, keeps cost down and puts what

back pressure there is, right where we want it.
